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PREFACE

This standard defines requirements and sets up responsi-
bilities and procedures for submitting airborne vehicle antenna
performance characteristics to the Range Commanders Council (RCC)
test ranges. Successful support of test programs requires
compatibility between airborne systems and range instrumentation
systems. Antenna performance characteristics are to be sent to
the lead range for analysis to evaluate the proposed mission for
safety and supportability. The antenna patterns, along with the
trajectory, are used to establish the margin for each radio-
frequency (RF) link. BAdditionally, the media enccded with
digital information must be provided. The test ranges will not
support a program without this data in the required format.
Furthermore, this data is also required to satisfy range safety
requirements.

iii



TABLE OF CONTENTS .

PREFACE-- ------ ® ® ® 4 2 E A * s S aa e s *# % o 4 08 0" s u LRI A A N N B A B iii

CH.APTER 1l =~ INTRODUCTION ooooooooo PR R R -1

General, ANtenNa ....cceessssssnsccscsrscnssnss .
Definitions....cceeeeeearnnnnns N
Antenfia (REA10) .ceieeersnnevnnvesonsossscssnscnsans
Antenna, Isotropic (Radio)...eeeesssirnnaccansns
Antenna Pattern..........0..n sesessnsesassesnnrn
Antenna Power GaiN.....eceeceoscncnn Ceeeeraetn e
Attenuation, Radio-Freqguency.......eseoeeeenvees
Attitude, Vehicle...vieeeeenn. cesetnetcessansas
Axis, Roll....... esseeees cesecentannnannn freeen .

-
&

-
-

HRERERREBR
[ ] .
»

]

2. AXis, YaW..veeeeeseesccsoces Cet st racccesaranaans -
.2, Axis, PitChuicvesvovocecnancns cessssessassansnes -
.2. Center of Gravity............... cersersaaran -
.2. Circular Polarization.s.ccsoooas crsescecans e -
.2, Cross PolarizatioN..eecsssssncenassss cersinesane -
. 2. Decibel (dB)...... et et e st e asaceesnnan . -

dBm-oocooooo‘o-n --------- % ® 8 8 & 0 S B s s AN T T e - .

Delta () ..o evenceancanaens cerssasareaacens . e
Delta Prime (§/).cicecinncccees et stassesesenanns
Electric Field....cvvene.. cececsestannaacensnns .
Electromagnetic Field..... cesessesasesaseerans -

| |
Lo bdbbhbdbbdbdLLOURWONDDDODDMDNDODE

L]
-
RHRRHEBSBHEHEBRBRRPRRPRERERRERRBRRBEBBEHERE

“lw ELH ----- s s e e s s v s e ens s sserrree PR I R R R -

Elliptical Polarized Wave.....eeeseeesoasonsnsas -
P E¥....... P I R N B R R A R R R ] s s s s e ee s s sann e -
s toa Ee......--. ----------- S 8 B s S seE SN SLEEETETEETERERS .o -

ERH....0.0... -------- [ N I I N T B A L RN BN B R R I LI A

Gain, Directional (Antenna)..... csset e annenans
g(e, q,) ooooo * 4 & % % 4 B A4 B S S E LI I I Y I B O B I R

L ]
.

gLH ....... % B 8 8 % " W S S S SN ST PO PSP & 4 & 8 B B S SRS
Left-Handed (Counterclockwise) Polarized Wave...

Linear Polarized Wave...sseesssssesaccsass cesans
Phase ANgle....verrr102s022snns traesacecennasunn
Phase Difference (Psi)...... Chtsececesseserusann
Phi (®) ANgle..seesescacrsssnsonsscnsssscsnnsnsnns .
Phi (@) Polarization.......eeceeeeeenens e eene
Phi (%) Direction......ceeveeeen. e eer e s aasns
Pitch.vivvianaess cecesseseeseersase ettt e aes e
Pitch Angle...ceeeenn. teessassenasananna teeeeaan
‘Pitch Plane..... G sssanennese cessssraar e cennnn
Plane..... teasaersaa serresrrrrarennns te e e ae s
‘Plane Wave...eeesososnsnnn e st s e e e e e .
Polarization.sveveesssss creeeecceccacrrasnas ceun

-
-

3
*

*

*
MV MNMNMRNOMNMBBOMMNOMMNMONMNMNMMNRONOMOMOMMNNNDDNRDODOODODDRDNDODNDNNN R
L]
BLUWWWWWWWWWNNNNMMVDDDODRPRPPRPHRRERERRERRROI0LNO S

.

.
-

[
L]

RRHRPRRRBHRRRPRERRPRERHERBREREPBRERERREEREBRRRER
L]
I
N W W W R N R

OWOSNNOMBLWNROWINOAUIE WNRFROWOWREIAWN&EWNREO

F*HPJP’HIJFJFlHlTFJPIJF‘HEJF‘H



L[] »
L]

*«. &
WRHNDNMOMMNDODMODMODMNMNMMDNNMDNDMNDNDIDN
*® & B

GO OO BB BB

[ L] [ - a & » L] [ ] . L] L]
[ [ ] [ ] [ ] ] L] L] . L] -

QUONAAUVBWNHFOWOVRIANEWNDR

[ ] * -

FPRRPRREPRPRERRBPREBPBRERBPE R R R

CHAPTER 2

T
v . 4
[ S D

NMNMNMOMNMONNONN

U b WM

TABLE OF CONTENTS (CONT’D) "

Program, Roll..... cessaans trar v e cresaaan ce e
Program, Pitch...... e eers st ettt st s ecesennnnnanse
Program, Vehicle..ieeeeeeeennarnnn e eensan ceaen
Program, YaW...eceeseossscessescaassananssssananess

T RAA10 WAVttt eeneeeeecncrasosssesssnseccsssness

Radiation Intensity.......c..... Cedasnseeessaaaa .
Right-Handed (Clockwise) Polarized Wave.........
ROI Lt eeeernianeennsoncesnosnancnssssacanononncsss
Roll Angle....ciieeicivenrnnnnne Teserecesseacens
ROLL Plane...ecueienessenuessanansascasocasnsnonca
Spherical Wave...... venrean ceeerreeans s st raaes
Theta (8) AnNgle.....siriiirnierareceeonsennoannses
Theta (8) Polarization.......... ceeeens cessaenas
Theta (8) Direction...ceiiieriiiiineennnannnas .o

Tilt (T)-o..ooo--o.o ----- LI R I A Y LR S B B RE B B B Y I Y

UNiform Plane WaVe.e.uoeeeeeeeessseecsssecesennness
Vertical Polarized Wave...o.oee.. st e s e e e e
Wave"'-"l. ..... * & % * S T S " ST ST S S E S a " & ¥ P OE S S S TS S S S . *

YaW..--........-....-..... ..... L N N R L N N O I )

YaW Angle---.......-.-.--...o......-------......
References----.--..o........ ..... * % ¢ 2 2 0w LI A Y

= RESPONSIBILITIES AND PROCEDURES....cc0svvsnenn

Responsibilities....ceeeeeieeenennnnanes ceessana
Lead Range Responsibilities......ivieecnenennss
Range User Responsibilities.....i.veeeeeecennsns
Procedures......ievinvnncacnnnns et eeeraans
Lead Range ProceduresS....cee... sessasneenenns

Range USer ProCedUreS...c.cececesssssesocecnnsans
Requirements and ProcedUresS.......eeeeeececnasss
L= T A = o= theececenans
Test Notification......... ceeaseanaa teesasae ceen

Documentation Disposition......... ceeensn ceeenas

- ANTENNA REQUIREMENTS........ s e s s ecan .

Antenna Radiation PatferN..eeeeeeseeennsensonnes
Polarization EllipS@.ceveveeeennnn st s s scasannaan
Radiation Characteristics...... creeesene ceer e
Circular Polarized Antenna Patterns.............
Antenna Pattern Orientation........... trerrenene
Vehicle Antenna Coordinate System...... sessasnan

vi

l.:
W
-]

Al A
MOEO®EENNNIDIIINN TR OO

~J
|
=

BB BB MMM N
UL
NMONNMOP R



L W
- &
S B &)
.
%53

L]
-

Ot s 5 00

. * ® .
L] -

WWWwWwWwwiew

b s WM N

.
W

L] * L]

LLWwLwirtooLeRKWBLLONRP
-

WWWWwWwWWwwwwwwwWwiiWww
[

NN AN SN NN NN NN o0,
»

] [ » [ ]
+* L] L] -
L] .

L]
L]
*

*
.
[

a &

L] [ ]
REWOWHOONIIO B WNE
= o

L]
*

M

CHAPTER 4

N N S S N N N S S N
BB N B BB R R B DD DD B
L]

. [ ]
P ]

»
R R R
L]

oMb

.
L]
-

=

TABLE OF CONTENTS (CONT’D)

Antenna Pattern Requirements......
More Than One Pattern Set for a Single
Antenna System.....cc...

Antenna Sketch and Location.e s eeeccrsvnncnss

Antenna Pattern Data (Tabulation).
Angular (¢ or 8) IncrementS.ccesscececens
Antenna Operating Freguency..«...ceeesvasas
GeOmeEY Y e e st s rertncetncanvassnssscaanes
System ParametersS........
Power Delivered to Antenna Terminals.....
Minimum Power Level Regquired at Receiver

Antenna..ceesectveenaa

- . w

* . e s

* o " 2 0 88 e s

C R N

LI A ]

LI S A

Trajectory Information......eeeeeeeenanne
ACCUYEBCY . e eveassrsesesnrsnsssnsssscrenennn
Antenna Pattern Reguirements......

FormatSUIi‘I..Il.......l..ll..‘.
Antenna Radiation Pattern Data..

LI I

Test Report,

General Description.....

Link Analysis Summary....

Block Diagram.....

LI

Vehicle Model Description.

PhotographS..csvacesssns
Antenna Range Description....
Abbreviations........ ...

Calibration Dat@..ccevesns
Test Antenna....eeeeeeees.
System LOoSSeS..ereeccassee
Antenna Specifications....
Analysis SUNMMArY...occoeee
Disk Description...cccecs..

- MAGNETIC MEDIUM FORMAT.

General Specifications...
Terms and Descriptions...

Computer Terms.....
ASCII.....

L N B I )

Field..... cesensnaa
File..

-----

- o0

Delimiter...oceeeeve

LI I )

LN N B A B I B B ] L)
LI R I IR O A IO B T T
LA A R I . e
........... . e

Information File (Fllename TXT)...

Data File (Filename.DAT)
Data File Record Header Format..

vii

LI LI )
. a0 -
*- * 0w -

ooooooo

L N
LI T T R -
LI
* 8 v a2 s a s
LI I I -
- s a8 L]

LR BN N I

g
w o
NI

[
ESIEN I R R

WWwWwwwkww
|

Wwwbwwwww
|

|
OOV OWWOUYWYWY WU

W W
11
[Ty

O A Y A N N I - -
I
MNNOMRERERRERRRPRRBER



Figure No.

3-1

TABLE OF CONTENTS (CONT’D)

LIST OF FIGURES

COMPONeNES...seeenersvaarvnnns

[ B B R A RN IR I I B )

Sample Information File....veeeveesas

Polarization ellipse and polarization

LI I I A L R I I

LI A A A L

Spherical Antenna Coordinate System............
Sample of matrix antenna pattern plot....
Examples of standard vehicle coordinates for

ballistic and aerodynamic vehicles.....

Table No. =

LIST OF TABLES

Linear Gain and Phase Data File Example.

Theta Held At Successive Constants.....

Linear Gain and Phase Data File Example.

Phi Held at Successive Constants.......
Theta Held at

Linear Gain Data File Example.

Successive Constants........

Data File Example.

Data File Example.
constants-oo.-oo--.o--..--oo--o--n--
Linear Gain (¢ & 6) and Phase (¢ & ©8) Data File

Example.

Exanmple.

Linear Gain Data File Example.
Successive Constants...ivveeevanvaes
Polarized Gain (RHCP & LHCP) and Delta Phase

Theta Held at Successive
Constants. et vinetsnnssnsarncansenrsenss
Polarized Gain (RHCP & LHCP) and Delta Phase
Phi Held at Successive

Linear Gain and Phase Data Record Format........
Polarized Gain (RHCP and LHCP) and Delta
Phase Data Record Format.......
Linear Gain (¢ & ©) and Phase (¢ & 9) Data
Record Format.......
Disk Identification........
More Than One Antenna System Per Diskette.......
Disk Use for More Than One Pattern for a

* F 5 8 8 % s 8 4w e -

Single Antenna SyStem.....eoeeveeersnccccosnnns
Information File Description...cceesececnecnneas
Data File Description....c.cceiicecessvcccnnsaness
Constant 8 File Description....cceveeecerencsees
Constant & File Description...ceeereececerncnnna

......

- s s s a0

LI A A R N R I )

Phi Held at

. .

LI )

"+ e e e e

Theta Held at Successive Constants..

Linear Gain (¢ & ©) and Phase (2 & 8) Data File

Phi Held at Successive Constants....

viii



CHAPTER 1

INTRODUCTION

l.1 gGeneral, Antenna

Antenna performance data pertains to missile, space, and
aerodynamic vehicles’ transmitting or receiving antennas used
with range data collection, missile trajectory measurements,
impact predictions, communications, or flight termination
systems. As used in this document, the terms missile, space
vehicle, airborne, and aerodynamic vehicle are synonymous. This
standard is intended to cover antennas for

telemetry,

pulsed radar beacons,

continuous wave (CW) transponders,
commuinication transmitters and receivers,
command control/flight termination
receivers/decoders,

pseudo random noise (PRN) ranging systems, and
* the Global Positioning System

Antenna systems will be elliptical polarized in some
direction, so tracking antenna systems are usually either
circular or linear polarized in the direction of maximum gain.
Elliptical polarization is the most general type for
electromagnetic waves, while linear and circular polarization are
special cases of elliptical polarization. To make signal
strength predictions for a right (left)-hand circular-polarized
tracking antenna, one corresponding right (left)-hand circular
polarized antenna-measurement pattern is needed from the airborne
vehicle.

When the supporting system is linear or circular polarized,
an absolute minimum of four antenna measurement patterns are
required; however, six antenna measurement patterns are
preferred. The six preferred measurements are designated as
right-hand circular, left-hand circular, linear theta, linear
phi, linear 45°, and linear 135°. The use of six patterns will
give better assurance of data quality as compared to the minimum
requirements of four.

If the minimum of four measurement patterns are obtained,
two of the measurement patterns shall be right-hand circular and
left~hand circular, because most range systems are compatible
with these polarizations. The other two linear polarizations
must be one from the theta or phi set, and one from the 45 or
135° set so that the two linear polarized components are
separated by 45°. The minimum four-pattern sets are permitted

1-1



because of theoretical relationships that exist between the
various patterns; however, because of errors existing in any
measurement process, the theoretical relationships may not hold
for the actual measurements. The six pattern set allows better
compensation for these inher’ent measurement errors.

Certain antenna configurations have an inherent phase front
distortion characteristic and have a greater possibility of
introducing errors in range, azimuth, and elevation of the ground
based antenna/receiver. Because of these poss;ble tracking
errors, the individual test range may also require phase measure-
ments to be made and recorded. Phase measurement requirements
will be decided by the individual range for a specific airborne
antenna system and vehicle characteristics. Each individual test
range has a handbook describing its range instrumentation system.
The handbook can be obtained from that particular range.

1.2 Definitions

Important terms related to these procedures are listed in
the following subparagraphs.

1.2.1 Antenna (Radio). A device capable of radiating or
rece1v1ng radic-fregquency electromagnetic energy.

1.2.2 Antenna, Isotroglc (Radio). A hypothetical device that
radiates or receives radio-frequency energy equally well in all

directions; that is, the power radiated or received by an
isotropic antenna 1s completely independent of direction from the
antenna. Although an antenna of this nature cannot be
constructed, it serves as a convenient mathematical reference.

1.2.3 Antenna Pattern. &a representatlon of an antenna’s
radiation or rece1v1ng characteristics in geometric space. The
radiation or rece1v1ng characteristics are normally stated as
contours of equal gain or in a numerical matrix relative to a
convenient reference. For mathematical convenience, the
isotropic level is normally used as this reference.

1.2.4 Antenna Power Gain. The antenna power gain in a given
direction is 4 pil times the ratio of the radiation intensity in
that direction to the total power delivered to the antenna. When
the gain of an antenna is given with no reference to direction,
it assumes the maximum gain value.

1.2.5 Attenuation, Radip-Freguency. The decrease in amplitude
of a radio-frequency wave as it passes through a medium.
Attenuation is usually expressed in decibels.




1.2.6 Attitude, Vehicle. The axial positions of a vehicle in
reference to a fixed coordinate system. Usually, the attitude of
a vehicle is related to a vehicle’s trajectory by the direction
of its pitch, roll, and yaw axes; the trajectory is, in turn,
related to an earth-fixed coordinate system.

1.2.7 Axis, Roll. An agreed, predefined vehicle axis. This
axis, usually identical to the vehicle’s longitudinal axis, has
origin at the vehicle’s nominal center of gravity with its
positive direction towards a point on the leading end or nose.
Once defined, this axis remains fixed with respect to the vehicle
body (see figure 3-4).

1.2.8 Axis, Yaw. A line through the vehicle’s nominal center of
gravity and perpendicular to the roll axis. This axis (also
called the "normal" axis) may be arbitrarily defined or may be
related to the vehicle’s normal orientation with respect to a
reference coordinate system. The following comments give the
normal position of the yaw axis under the respective condition.

¢ The physical body location of the vaw axis of an
ill-defined spinning body may be completely arbitrary.

e ITn the case of a wing-supported aircraft or missile in
straight and level flight with respect to the earth’s
surface, the yaw axis is in line with the gravitational
force vector. The positive part is down in the direction
of the gravitational force.

¢ In the case of a ballistic missile or rocket, the yaw axis
is normally associated with the trajectory, except for
minor deviations, and is in the plane in which the wvehicle
programs about the pitch axis. Once defined, the yaw axis
remains fixed with respect to the vehicle’s body (see
figure 3-4).

1.2,9 Axis, Pitch. A line through the vehicle’s nominal center
of gravity perpendicular to both roll and yaw axes. The pitch
axis (also called the "lateral" axis) forms a third ordinate of
the vehicle’s orthogonal coordinate system. For straight and
level flight of the wvehicle with respect to the earth’s surface,
the pitch axis is in the horizontal plane. When viewing the
vehicle from its tail or aft position, the positive part of the
pitch axis is to the right when the positive part of the yaw axis
is down (see figure 3-4)}.

These three axes with their common origin define the
orthogonal basis (coordinate system) for the vehicle. Once
established for a particular vehicle, the spherical coordinate
angles phi and theta are defined relative to these axes. Also,
the trajectory information for each operation provides direction
cosine information that defines the nominal orientation of these
axes in earth~centered coordinates. All of this information must
be internally consistent throughout the program.
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1.2.10 cCenter of Gravity. A point at which the mass of the
entire body may be regarded as being concentrated. Also called
center of mass.

1.2.11 Circular Polarization. A uniform plane wave where the
variation of amplitude with time of the electric field components
parametrically defines the locus of a circle within the plane.
The amplitude of the two electric field components is equal, and
the electrical time phase angle (delta prime) between the two
components is 90°,

1.2.12 Cross Polarization. The component of the electrical
field vector normal to the desired polarization component.

1.2.13 Decibel (dB). A unit of relative power. The decibel
ratio between two power levels, P, and P,, is defined by the
relation dB=10 log,, (P;/P,). The ratio between two magnitudes of
voltage, current, or field strength may be stated in decibels by
proper reference to the basic definition in terms of power.

1.2.14 dBm. A unit used to express an arbitrary power level in
terms of its decibel ratio to a reference level of 1 milliwatt.

1.2.15 Delta (8). The electrical time phase angle between the
two linear polarized components, E; and E,, of an electric wave.

1.2.16 Delta Prime (§’). The electrical time phase angle
between the two circular polarized components, Ey, and Ey, of an
electric wave. :

1.2.17 Electric Field. The vector force field set up in the
vicinity of a system of electric charges. The strength of the
static field at a point is stated as the force per unit charge of
a stationary positive test charge, provided the test charge is so
small that it does not disturb the original charge distribution
of the system. This force has a definite magnitude and direction
for each possible location of the test particle. These force
vectors define the field.

1.2.18 Electromagnetic Field. A vector force field produced by
the arbitrary motion of electric charges. The electromagnetic
(EM) field at a point is described by separate electric and
magnetic force vectors; the complex relation between the two
fields (and the currents and charges producing them) is given by
a set of partial differential equations known as Maxwell’s
equations.

1.2.19 E; 4. The left-hand circular polarized component of an
electric wave.



1.2.20 Elliptical Polarized Wave. A uniform plane where the
variation of amplitude with time of the electric-field components
parametrically defines the locus of an ellipse within the plane. .
Circular polarized waves and linear polarized waves are special
cases of the more general elliptical polarized wave.

1.2.21 E? Component of the electric vector in the & direction.

1.2.22 E8. Component of the electric vector in the ® direction.
1.2.23 Epy. The right-hand circular polarized component of an
electric wave.

1.2.24 Gain, Directional (Antenna). The same as antenna power
gain except the total is the total power radiated from the

antenna instead of the total power delivered to the antenna.

1.2.25 g(8, ¢). Total directional antenna power gain as a
function of coordinate angles © and ¢.

1.2.26 dpy. This gain is the same as the antenna power gain
except the radiation intensity corresponds only to that
particular polarization. Consequently, this gain must be less
than or equal to the antenna power gain. The subscript defines
the elliptical polarized transverse electromagnetic wave in which
the rotation of the electric field vector is clockwise for an
observer looking in the direction of propagation.

1.2.27 g;y- This gain is the same as the antenna power gain
except the radiation intensity corresponds only to that
particular polarization. Consequently, this gain must be less
than or equal to the antenna power gain. The subscript defines
the elliptical polarized transverse electromagnetic wave in which
the rotation of the electric field vector is counterclock-wise
for an observer locking in the direction of propagation.

1.2.28 Left-Handed (Counterclockwise) Polarized Wave. An
elliptical polarized transverse electromagnetic wave in which the

rotation of the electric field vector is counterclockwise for an
observer looking in the direction of propagation.

1.2.29 Linear Polarized Wave. A eletromagnetic wave whose
electric and magnetic field vectors always lie along fix lines at
a given point. '

1.2.30 Phase Angle. The measure of the progression of a
periodic wave in time or space from a chosen instant or position.,
The phase angle of a field quantity, voltage, or current at a
given instant of time.

1.2.31 Phase Difference (Psi). A change of phase angle with
transmission. The difference in phase between two sinusoidal
functions having the same periods.
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1.2.32 Phi(%) Angle. Angle measured in the plane of the yaw and
pitch axes. When viewed from the positive roll axis, phi is
measured positive counterclockwise from the positive yaw axis.

1.2.33 Phi(®) Polarigzation, A component of an electric-field
vector linear polarized in the phi direction.

1.2.34 Phi(®) Direction. An arbitrary point within the coor-
dinate system defined by the recll, pitch, and yaw axes. The
distance from the origin is held constant, and the angle theta is
‘held constant, but phi is allowed to vary. The variance forms a

curve in space, and the phi direction is the unit vector tangent
to this curve at the arbitrary point. This vector is perpen-
dicular to the theta direction.

1.2.35 Pitch. An angular movement about the pitch axis.

1.2.36 Pitch Angle. An angular displacement about the pitch
axis between the roll axis and a reference plane normal defined
by a line tangent to the vehicle’s trajectory. A line perpen-
dicular to the tangent line and horizontal to the earth’s surface
or a similar reference surface. The pitch angle’s positive
direction is clockwise when viewing the vehicle in the direction
of the positive pitch axis.

1.2.37 Pitch Plane. A plane normal to the pitch axis and
defined by the roll and yaw axes.

1.2.38 Plane. A flat surface; one whose radii of curvature are
infinite at all points.

1.2.39 Plane Wave. A wave in which the wave fronts are every-
where; parallel planes normal to the direction of propagation.

1.2.40 Pglarization. A term used to describe the behavior of
the electric vector in a fixed plane normal to the direction of
propagation as a electromagnetic wave moves through a medium.

1.2.41 Program, Roll. A planned movement about a vehicle’s
roll axis.

1.2.42 Program, Pitch. A planned movement about a vehicle’s
pitch axis.

1.2.43 Program, Vehicle. The pre-established flight events to
be followed by a vehicle. The program commands all critical
functions required for the vehicle to accomplish its objective.

1.2.44 Program, Yaw. A planned movement about a vehicle’s yaw
axis.



1.2.45 Radio Wave. A common name for electromagnetic radiation
in the radio portion of the spectrum from approximately 3x10® to
the upper limit of 3x10" hertz.

1.2.46 Radiation Intensity. The power per unit radiated in a
given direction.

1.2.47 Right-Handed (Clockwise) Polarized Wave. An elliptical
polarized transverse electromagnetic wave in which the rotation
of the electric~field vector is clockwise for an observer looking
in the direction of propagation.

1.2.48 Roll. 2n angular movement about the roll axis.

1.2.49%9 Rell Angle. An angular displacement about the roll axis
between the pitch axis and reference. Normally defined by a line
tangent to the vehicle’s trajectory and a line perpendicular to
this tangent line and horizontal with, or parallel to, the
earth’s surface or a similar reference surface. Its positive
direction is clockwise when viewing the vehicle from the rear in
the direction of positive roll axis. The roll angle is sometimes
called the "angle of bank" (see figure 3-4),.

1.2.50 Reoll Plane. A plane normal to the roll axis and defined
by the yaw and pitch axes.

1.2.51 Spherical Wave. A wave whose egquiphase surfaces form a
family of concentric spheres. At distances of nany wavelengths,
a spherical wave is often approximated as a plane wave.

1.2.52 Theta (8) Angle. Angle measured in the plane defined by
the roll axis and the terminus point of the phi angle. Theta is
measured positive within this plane from the positive roll axis.
The phi angle terminal point is within the plane of the yaw and
pitch axes.

1.2.53 Theta (8) Polarization. A component of an electric-field
vector linear polarized in the theta direction.

1.2.54 Theta (8) Direction. An arbitrary point within the
coordinate system defined by the roll, pitch, and yaw axes. The
distance from the origin is held constant and the phi is held
constant, but theta is allowed to vary. The variance forms a
curve in space and the theta direction is the unit vector tangent
to this curve at the arbitrary point. This vector is perpen-
dicular to the phi direction.

1.2.55 Tilt (7). The relative orientation of the ellipse is
established by an angle between the major axis of the ellipse and
a defined reference line.



1.2.56 Uniform Plane Wave. A plane wave in which the electric
and magnetic field vectors have constant amplitude over the
equiphase surfaces.

1.2.57 Vertical Polarized Wave. A linear polarized wave whose
electric-field vector is vertical with respect to the earth’s
surface. :

1.2.58 Wave. Prcopagated disturbance, usually periodic.

1.2.59 Yaw. An angular movement about the vaw axis.

1.2.60 Yaw Angle. An angular displacement about the yaw axis
between the roll axis and a reference plane normally defined by a
line tangent to the vehicle’s trajectory and the gravitational
vector. The yaw angle’s positive direction is clockwise when
viewing the vehicle in the direction of the positive yaw axis.

1.3 References

MIL-A-87136 9 Jan 79 Airborne General
Specifications for Antennas

IEEE STD 149~1979 19 Dec 79 IEEE Standard Test Procedures
for Antennas

IEEE STD 145-1983 22 Jun 83 TEEE Standard Definitions of
Terms for Antennas

IEEE STD 100-1984 10 Aug 84 IEEE _Standard Dictionary of
Electrical and Electronic
Terms




CHAPTER 2

RESPONSIEBILITIES AND PROCEDURES

2.1 Responsibilities

The lead range and range user’s responsibilities are defined
in the following subparagraphs.

2.1.1 Lead Range Responsibilities

The lead range will certify the range user’s antenna
performance characteristics for satisfying the power gain,
directivity, efficiency, coverage, and phase-measurement
reguirements. The phase-measurement requirement must be
specifically requested by the lead range, otherwise it is
assumed not to be a requirement.

2.1.2 Range User Responsibilities. If the range user modifies
or builds a new antenna, makes an antenna-configuration change,
or changes antenna locations, the user shall furnish a link
analysis between the airborne-vehicle antenna and the test-range
instrumentation. The range instrumentation handboocks for each
individual test range provide data about the characteristics of
each range instrumentation system for use in the link analysis.
The link-analysis data will be used by the range user to generate
a minimum antenna specification. Range users will furnish the
link-analysis data and the missile antenna performance
characteristic data under the requirement stated here.

For United States Air Force ranges, user assistance may be
obtained from Rome Air Development Center (RADC), an agency that
conducts antenna-pattern measurements. The RADC address and
rhone numbers are RADC/RBC, Griffiss Air Force Base, New York
13441, Commercial: (315) 330-3076 or DSN: 587-3076.

2.2 Procedures

The lead range and range user’s procedures are defined in
the following subparagraphs.

2.2.1 Lead Range Procedures. The lead range, on a timely basis,
will

s evaluate the range user‘’s compliance with the requirements
of this document and, when necessary, forward a discrepancy
report to the applicable project office, and



» provide the appropriate range staff offices with specific
comments and recommendations relating to expected perfor-
mance agreement of the vehicle-antenna characteristics
with range ground-based instrumentation.

2.2.2 Range User Procedures. The range user’s test agencies
will furnish link analysis and antenna data in the format
specified in chapter 3 to the lead range, through the applicable
project office. For multiple range programs, the lead range will
distribute copies to other ranges as applicable. Data will be
submitted by the range user

e 12 months before first launch date for a new program, and

¢ 3 months before first use of a new or modified antenna,
antenna configuration change, or antenna location change
in any test program currently active at a national range.

2.3 Requirements and Procedures

Requirements and procedures in this document are for use by
national ranges and range users.

2.4 Waivers

Waivers to the requirements of this document must be
submitted to the lead range by the range user. Such requests
must be submitted to the appropriate range in writing and must
clearly state why a waiver is needed.

2.5 Test Notification

Before antenna measurements are made, it is mandatory that
the lead range be notified in a timely manner of antenna tests to
be conducted. The lead range reserves the rlght to witness any
and all testing required by this document.

2.6 Documentation Disposition

Computer printouts and tabulated data described in this
document will be considered proprietary information when
regquested.
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CHAPTER 3

ANTENNA REQUIREMENTS

3.1 Antenna Radiation Pattern

To represent the complete radiation-pattern characteristics
for setting up a link margin between two or more antennas, the
general solution requires an analysis of several polarization
components. The RF wave’s intensity and its polarization
characteristics relative to a receiving-antenna system are needed
to evaluate the link margin between source and receiving
antennas. The RF wave can be shown by the behavior of its
electric vector which, in general, varies in amplitude in such a
way that it may be represented by an ellipse as it appears to
rotate at the radio frequency. All pattern measurements are
typically in continuous wave. The parameters describing the
ellipse are discussed in the following subparagraphs.

3.1.1 Polarization Ellipse. The polarization ellipse may be
resclved into either circular or linear polarized components.

The relative orientation of the ellipse (an egually important
parameter) is established by an angle between the major axis of
the ellipse and a defined reference line. This orientation angle
is generally referred to as the "tilt" angle and is represented
by the Greek letter r (tau).

3.1.2 Radiation Characteristics. Since the wave’s directional
characteristics vary with change in relative attitude of the
antenna (or vehicle) with respect to. the ground antenna, radia-
tion characteristics must be known over the entire spherical
surface surrounding the antenna. An absolute isotropic reference
value must be provided with the gain values g;, dg, Yo, and gps
furnished with the DOS data disk. Total gain and phase values
(if required) must be provided on disk.

3.1.2 Circular Polarized Antenna Patterns. To completely
evaluate the RF link margin between two or more antennas, the
general condition requires a circular polarized set (gpy, Yy, and
§’) for each system.

3.1.4 Antenna Pattern Orientation., The relative orientation of
the polarization ellipse or the tilt angle 7 can be calculated
from the linear polarized amplitude components g,, 9o, 9., and
di3se or calculated from a combination of circular and linear
polarized amplitude components gpy, 9y and two linear polarized
components: one 45° (in space) from the other. The amplitude
components are more easily acquired than are the direct tilt
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angle or electrical phase measurements. ©Of the two indirect
amplitude techniques, the linear-component method for determining
T has two distinct advantages:

e all components for the calculation have a direct common
reference, which lessens the chance of error; and

¢ it provides for a cross check of data, thus ensuring
better data quality standards. Therefore, the four component
linear set (94, Yo, Yssos Yiss-) Must be supplied in the same form as

9rur YLu-

3.1.5 Vehicle Antenna Coordinate System. Proper orientation of
the E; and E, coordinates, and consequently g;, ¢s, in the vehicle
antenna coordinate system is shown in figure 3-1. Subscripts of
component designations Eg,. or g,. and E;;- Or gj;. represent the
angles at which these values are measured. Angles are measured
from the positive Eg direction in counterclockwise direction.
Therefore, E;;» or gy. is the 45° linear component, and E;;. OY Gpse
is the 135° or minus 45° component Figure 3-1 also shows the
linear component orientations in relatlonshlp to the antenna
coordinate system.

3.2 Antenna Pattern Requirements

Electromagnetic waves radiated from an antenna or the
receiving abilities of an antenna are never truly circular or
linear polarized in all directions, namely when the antenna is
placed on a cylindrical vehicle such as a missile or spacecraft.
For this reason, all pattern components (Gpy, s Yer Yor ases
dy35-) are needed from range users to show the complete antenna
radiation pattern characteristics. Minimum requirements are
identified in paragraph 3.7.2.

3.2.1 More Than One Pattern Set for a Single Antenna System.
Often, more than one radiation pattern set is required from a
single antenna system. This reguirement may result from any
factor that serves to markedly alter the antenna pattern. For
example, changes in antenna radiation characteristics may be the
raesult of variation of frequency required to be radiated from the
antenna system, changes in vehicle configuration (for example, at
staging or separation, or variations in RF propagation charac-
teristics (for example, flame and reentry effects). Under these
conditions, other pattern sets should be treated independently
(such as patterns of separate antennas) with the proper
identifying descriptions as stated in chapter 4.



*sjusuodwoo uoTjezraerod pue osdIT[® UOT3eZTIRTIOd *T-¢ 9aInbTJ

we3sAS BIRULPJOO] BULAIUY O3 8dusJayay ur ssdy| |3 woriezrde|og (e)

(03UN3ITHOY

% WILSAS ILYNIQYOD) .

YNNIINY HOYd 03A0W3Y) <08l =@

aueld 83-P3 ur asdi 1] uorlezidereg (q) |

-Alaapadsay «5€4 3
pue 353 @310 qp w1
sUoIRIUASHKIRY UIeD) JaMmD,) ale
4SELB pue 'PB oSVE @6 -a10n
asdng
uonezuRoy

T

sy Jolew

sy @610 63

uansed
Tuuuy

sy «5VB 0«53 . sixy oSELE jo oSELY

sy b6 so Py
, (@' wi0d

o6 = @\\
J08L = P

REW uetned =

(H13+ H¥3y - oShaz asdi|j3 Jo sixy souny

(I’ @1 vied 12 213yds ay3 01 wabury aueg ul)
A= asdly)3 uonezuRjOd

P37 91
#5E13- 5V3

uerne § = §

3-3




3.2.2 Antenna Sketch and Logation. A dimensioned drawing of the
airborne antennas showing important details must be supplied by
the range user. If the antenna system consists of more than one
identical antenna, only one drawing need be shown. An orienta-
tion vector will be shown on each view of the antenna. The
position of this vector will be shown on each view of the
antenna. The position of this vector with respect to the antenna
will be clearly shown. For linear polarized antennas, the
orientation vector will indicate the direction of the antenna’s
electric field. The type of polarization, linear or circular,
will be shown on the sketch if the antenna is not linear
polarized. . Figure 3-2 shows the direction of the orientation
vector for all antennas in the system given in & and & of the
spherical coordinate system presented in figure 3-2. These
angles are referred to as ¥p and 6p.

3.2.3 Antenna Pattern Data (Tabulation). To ensure that there

is no deterioration of data or mixup of floppy disks, antenna
data must be supplied in tabulated form. All information
required on the disks, as outlined in chapter 4, shall be
processed and submitted to the range in a graphical matrix plot.
If matrix plots (field of relative gain values) are used,
optional odd gain values may be used to give a contour like
appearance. Figure 3-3 shows a part of the desired matrix plot.
Tabulated information must be fully identified in the same manner
as the floppy disks such as missile program identification,
project office, frequency band, and gain reference value. Refer
to paragraph 4-3, Information File Description.

3.2.4 Angular (¢ or 8) Increments. When phase measurements are

required, the angular (& or 6) increments shall be no greater
than 1°. With no phase reguirement, the increments shall be no
"greater than 2°. When a lesser pattern resolution is absolutely
required because of equipment limitations, matrix plots shall
clearly indicate null points and values. This information will
be reguired for antenna systems made up of more than one but less
than ten discrete radiating elements with the largest inter-
element spacing greater than eight wavelengths at the operating
freguency. These data need not be written on the data file, but
null angles and power levels must be indicated in the header
file.

3.2.5 Antenna QOperating Frequency. The antenna patterns will
be performed at the assigned operating frequency. When possible
or when assigned operating frequency is not yet known, the
patterns should be performed over the designated frequency range.
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3.3 Geometry

The missile and aerodynamic vehicle antenna geometry as
shown in figure 3-4 will be used in the presentation of data
regquired by this document.

3.4 System Parameters

The power delivered to antenna terminals and the minimum
power level required at receiver antenna are discussed in the
following subparagraphs.

3.4.1 Power Delivered to Antenna Terminals. For each -airborne
transmitter, the average or peak-power levels (dBm) at the
transmitting antenna terminals shall be provided as stated in
chapter 4. Only average power 1is reguired for continuous wave
systems. For pulse systems, both average and peak-power levels
are required. These levels are derived by subtracting trans-
mission system losses from the power level at the transmitter
output terminals (for example, line losses, losses resulting from
standing waves or impedance mismatches, multicoupler losses or
any loss that decreases the power level between the transmitter
and antenna). Phasing networks and couplers associated with
antenna arrays are considered part of the antenna system. Losses
in these elements and antenna inefficiency should be included in
the antenna pattern as inherent in the pattern measurement. If
the power level at the transmitting antenna system varies by more
than 2 dB over the freguency range of operation, significant
power levels will be entered in spaces provided in the disk
format. In all applicable cases, at least one power level will
be entered. The method for setting up these levels shall be
defined.

3.4.2 Minimum Power Level Required at Receiver Antenna. For
each airborne receiving system, the minimum power level (dBm)
required at the receiver antenna terminals will be noted as
stated in chapter 4. In determining this guantity, allowance
must be made for such parameters as bandwidth, noise figure,
signal~to-noise ratio, transmission-line attenuation, impedance
mismatch, multicoupler losses, and operating margin. The guan-
tity desired is the minimum power level (dBm) required at the
receiver input plus the various losses (dB) from the antenna
system to the receiver input. Any losses included in the antenna
patterns such as those attributed to transmission lines and
multicouplers must not be accounted for again in the minimum
received power level reguirements. Phasing networks and couplers
associated with antenna arrays are considered part of the antenna
system. Losses in these elements and antenna inefficiency should
be included in the antenna pattern as part of the pattern measure-
ment. ‘If the regquired minimum power level varies by more than 2
dB over the fregquency range of operations, significant power
levels will be entered in spaces provided in the disk formats.

In all applicable cases, at least one power level will be entered.
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3.5 Trajectory Information

Trajectory data will be furnished as directed.

3.6 Accuracy

Unless indicated by the lead range, antenna radiation
pattern data will be accurate to 1.0 dB as referenced to the
absolute gain of an isotropic antenna.

3.7 2Antenna Pattern Requirements

The requirements for antenna patterns can be found in the
following subparagraphs.

3.7.1 Formats. Data described here is only acceptable in DOS
format on an IBM-compatible floppy disk and a computer printout.

3.7.2 Antenna Radiation Pattern Data. The minimum antenna
polarization component parameters for all data submissions are
Orus Yu, a@nd &’ (or T) Or dpy, Ym, 9%, and gy Or Gry, Yur 96,
Ue, and dgji-. An absolute isotropic reference value must be
provided with the gain values g4, gy, 94, and gy for DOS disk.

3.7.3 Test Report. This test report is a general outline of
information that should accompany range user’s DOS disk when the
range user modifies or builds a new antenna, makes an antenna-
configuration change, or changes antenna location, so antenna
characteristics can be evaluated.

3.7.3.1 .General Description. This paragraph describes the
launch program to which the data applies, the frequency at which
the antenna-pattern measurements were taken, the terminal power
level of the transmitter antenna system in dBm, and the minimum
power level required (with accuracy estimate) at the receiver
antenna terminals in dBm.

3.7.3.2 Link Analysis Summary. This section identifies the
instrumentation sensor (characteristics) used for any
calculations, antenna gains, polarizations, transmit power, cable
losses, free space path loss, and any other required information.
The equation for calculating free space path loss is

L, (dB) = 36.57 + 20 log [SR (miles) * F (MHz)]
or

L, (dB) = 87.56 + 20 log [SR (km) * F (Hz)]

L, (dB) = free space path loss

SR(mi or km)

il

statute miles or slant range in kilometers

F(Hz or MHz) fregquency in Hz or MHz
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3.7.3.3 Block Diagram. In this section, provide an electrical
block diagram of the antenna system. The block diagram should
include cables, multicouplers, or. any other devices between the
transmitter and antenna or antenna and receiver. In addition, a
block diagram of the test equipment configuration should be
furnished.

3.7.3.4 Vehicle Model Description. In this section, describe
the airborne vehicle model (when used) by identifying the
physical location of the antenna on the vehicle and by using the
spherical-coordinate system and the vehicle-station indicators.
In the event the antenna system consists of more than one antenna
element, the location of each element is required.

3.7.3.5 Photographs. It is always helpful to have photographs
of the airborne vehicle model (if used), the antenna test range,
test antennas, antenna positioner, and any other miscellaneous
items.

3.7.3.6 Antenna Range Description. A general description should
be given of the antenna-test range, type, antenna positioner,
length, and any other special characteristics.

3.7.3.7 Abbreviations. A list of appropriate abbreviations used
in the test report must be provided.

3.7.3.8 calibration Data. This section is used to document the
data needed to make the modification to uncorrected antenna data.
The data would include test antenna and system loss.

3.7.3.8.1 Antenna Test. Test the antenna (or transmitting)
power gain, beamwidth, polarization, and size.

3.7.3.8.2 System losses. Include loss of lines, losses result-
ing from standing waves or impedance mismatches, loss of multi-
coupler, or any loss that decreases the power level between the
transmitter and antenna. Phasing networks and couplers associ-
ated with antenna arrays are considered part of the antenna
system. Losses in these elements and antenna inefficiency must
be included in the antenna pattern as part of the pattern
measurement.

3.7.3.9 Antenna Specifications. In this paragraph, document
minimum antenna specifications for power gain, directivity,
efficiency, and coverage determined from link analysis.

3.7.3.10 Analysis Summary. Provide an antenna analysis
comparing the antenna’s actual measured efficiency to the minimum
specified that was used in the 1link analysis for power gain,
directivity, efficiency, coverage, and phase requirement (when
required) .

3.7.3.11 Disk Description. Each disk’s identification label
must describe the different frequencies and antenna configura-
tions (see subparagraph 4.2.5, More Than One Antenna System Per
Disk) .
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CHAPTER 4

MAGNETIC MEDIUM FORMAT

4.1 General Specifications

The only acceptable magnetic medium is a DOS-formatted 3-1/2
or 5 1/4-inch low or high density, double-sided, floppy disk.
The producer of the floppy disks must format and label as
prescribed in this document. To save on the amount of space and
diskes used, file compression programs are recommended. At-a
later date, the files can be expanded onto a hard drive.

The 30 SPW/RF Measurements Laboratory is preparing software
for analysis and graphic presentations. The PC-based software
will be capable of directly interfacing with the data described
in this standard. A copy of preliminary software will be avail-
able to range users after 1 March 1993. For a copy, contact
ITT/Federal Services Corporation, RF Measurements Laboratory,
Field Test Branch, Mail Code RS390, P.0. Box 5728, Vandenberg Air
Force Base, California, 93437, ATTN: Mr. Chris Sniderhan,
Commercial: (805) 734-8232, extension 6-0153 or 6-3326.

4.2 Terms and Descriptions

The magnetic medium terms and descriptions are explained in
the following subparagraphs.

4.2.1 Computer Terms

4.2.1.1 ASCII. American Standard Code for Information
Interchange.

4.2.1.2 Character. An alphabetic, numeric, or special character
represented by 8 bits in Extended Binary-Coded Decimal
Interchange Code (EBCDIC) or ASCII. g

4.2.1.3 Field. A unigue area of a recording reserved for a
specific category of data. There are two types of data: numeric
and nonnumeric.

4.2.1.4 Record. A collection of fields.

4.2.1.5 File. A collection of related records treated as a unit
followed by an end-of-file mark.

4.2.1.6 Fixed Point. Positive or negative real numbers that
contain decimal points.



4.2.1.7 Delimiter. A character that marks the beginning or end °
of a data unit on a stored medium. Commas, semicolons, perlods,
and spaces are used as delimiters to separate and to organize
data 1tems.

4.2.2 Information File (Filename,TXT). An ASCII text file used

to describe the data file. It consists of 30 records, which are
described in paragraph 4-3.

4.2.3 Data File (Fllename DAT}. The polarization component data
files written in a numeric fixed-point format for each data field

with fixed record lengths (dependlng on the angular increment
size and the type of grouping used, © constant or & constant).
Only one data file is required, either for a constant & or &.
The first record contains the Filename.DAT, while the second
record contains the total record count of the data file. The
third record of each data file must contain three values, namely
W, m, and n, defined as :

¢ Constant 6 Constant
W = Angular increment of 1° thru 10° except 7° or 8°
m = 180/W + 1 360/W
n = 360/W 180/W + 1

4.2.3.1 Data File Record Header Format

Field 1 Field 2 Field 3
Recordq, 1:9.9.4.9.0.9.0.05.¢.9.CN
Record, XXXXXXXX,
Record, XXX, XXX, XXX,

The data file uses commas as delimiters marking the end of each
data field.



4.2.3.2

Linear Gain and Phase Data Record Format

2 e psi®*™? g
Record, XXX.XX, AXX XX, XXXX. XX, XXX.XX,
Record,,, XXX.XX, XXX.XX, XXXX.XX, XXX.XX,
Record,,.; XXX.XX, XXX .XX, AAXK XK, XIX.XX,
EQOF
Note: The psi field is only required when specified by the lead
range.

4.2.3.3 Polarized Gain (RHCP and LHCP) and Delta Phase Data

Record Fermat

k4
Record, XXX. XX,
Record;,; XXX.XX,

Record,,.; XXX.XX,

EOF
'4.2.3.4

k]
Record, XX¥. XX,
Record;;; XXX.XX,

- -
-

- L]

Record,,.; XXX.XX,
EOF

4.2.4

e
XXX. XX,
XXX.XX,

XXX.XX,

Linear Gain (% & ©) and Phase

[2)
XXX.XX,
XXX . XX,

XXX. XX,

Disk ITdentification.

the following information:

57 9rn

XXX XX, X¥EX.XX,
XXXX.X¥, AXH .. XX,
XXXX.XX, XXX.XX,

XXX.XX,

{(# & ©) Data Record Format

Psi, psig

XXXX. XX, XXXX.XX,
XXXK.XX, XXXX.XX,
XXXX. XX, XXXX.XX,

unclassified identifier,

9% Ye

XXX.XX,  XXX.XX,
XXX.XX,  XXX.XX,
XXX.XX,  XXX.XX,

Each disk must be identified with

the missile program and antenna type or some unique



¢ disk density mode (DOS formatted) - high (1.44 M bits) or
low (720 K bits),

¢ series identification such as disk 2 of 3 disks, and

¢ test date.

The identification can be a computer run number identifier,
an internal work reguest number, or a similar identifier. Given a
unigue method of correlating the disk, the range can devise its
own system of internal disk density mode, but the mode must be
specified on the identification marker. A typical disk label is

Saturn, C~band antenna pattern data

MS-DOS 3.3 low density ~ 720K bits

Disk 1 of 1

3 November 1991
4.2.5 More Than One Antenna System Per Disk. Other antenna
patterns may be placed on a disk provided certain criteria are

followed; conventions are used in assigning names tc antenna data
and text files. For example:

Filename= XXXXFTTT.DAT or XXXXFTTT.TXT
XXXX= Project designator

F= Frequency

U= UHF
5= S-Band
C= C-Band -

TTT= Type of data
Adj= Corrected data
Raw= Uncorrected data
HCP= Circular polarized

4.2.6 Disk Use for More Than One Pattern for a Single Antenna
System. Often, more than one radiation pattern group is required
from a single antenna system. This requirement may result from
any factor that serves to significantly alter the antenna
pattern. For example, changes in antenna radiation
characteristics may be the result of variation of frequency
required to be radiated from the antenna system; change in
vehicle configuration (for example, at staging or separation);
and variations in RF propagation characteristics such as flame
and reentry plasma effects). When these conditions exist, the
other pattern groups should be treated the same as patterns of
separate antennas with the proper identifying description in the
appropriate location in the information file.
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4.3 Information File Description

The information file will be labeled Filename.TXT on the
disk. The content of each information record will be

Record 1 Identification of the launch program data including the
program name, PRD number and test code, missile name
and test number, if any. The classified information
necessary to identify the launch program will be
attached to be automatically downgraded to unclassified
when separated from the cover letter.

Example - Record 1 WS107A-2, Lot A, XS8M-68 program, PRD
1100, Test Code B, Titan Missile A~10
Test No. 4321.

Record 2 The project office assigned to the program, the name of
the contractor originating the disk, and a point of
contact. Care must be taken so the combination of
information does not classify the disk.

Example — Record 2 DWTB Project Office, ACE Missile Co.,
P.O. Box 123
ATTN: John Watson (Project Engineer)
Los Angeles, California 90045
Record 3 Identification of the instrumentation system by name or
designation and function. The instrumentation .is
intended to be primarily range equipment.
Example - Record 3 FPS-16 Radar Transponder.
Record 4 Description of the antenna.

Example - Record 4 Antenna is a cavity type.

Record 5 Intended operating frequency of the antenna.
Example - Record 5 Operating frequency is 5466 MHz.

Record 6 Physical location of the antenna on the vehicle

thru 9 _spherical coordinate system in units of ¢ and the
vehicle station indication (normally inches from the
nose). In the event the antenna system consists of
more than one antenna element (2 to 10 antenna elements
operating as an array), the location of each element is
required. Provision has been made for multiple
elements in an array. Records 6 and 7 will contain phi
values in degrees, separated by commas for each
element, while records 8 and 9 will contain
corresponding station locations, also separated by
commas, with the units and reference location noted
following these wvalues.

4-5



Example - Record 6 94, 184 274, 04 degrees phi

Example - Record 7 Not applicable.

Example - Record 8 63, 63, 63, 63 stations, second stage.

Example — Record 9 63, 63, 63, 63 stations, third stage.

Record 10 Physical location of point P/, on the vehicle body.
P’ is defined as the point at which negative yaw axis
pierces the vehicle skin (that is, at & = 0°, & = 90°).

Example — Record 10 PYPRIME is on Pod No. 1 (Pitch Plane).

Record 11 The major antenna polarization over the operating
pertion (in geometric space) of the antenna (such as
linear, right- or left-hand circular or right- or
left~hand elliptical).

Example - Record 11 Major antenna polarization is linear.

Record 12 The scale factor of the model used in getting the
antenna measurements.

Example — Record 12 Model scale is one-eighth full size.

Record 13 The fregquency at which the pattern measurements of
model were made and whether the signal was CW or
pulsed.

Example - Record 13 Measurement frequency is 5200 MHz,
pulsed at 12.5 microseconds and 160 pulse repetition
frequency (PRF).

Record 14 Indicate whether a constant & or a constant & was used
in making the measurements. A constant @ indicates
that & is constant within a data record while ¢ varies
at the delta increment within each record. The 6 value
increases at the delta rate through the records in the

data file. A constant ¢ has the same reading except
that ¢ and © are interchanged in the preceding
statement. Only one data file is required for a
constant & or $, not both.

Example - Record 14 Constant theta-type measurement is
used.

Record 15 Provision has been made for six polarization

Thru_ 20 components. Components, 9pu, Yur Y Jor Gusor
and g,;- are in dB relative to an isotropic
reference value provided in each record. The
tilt angle 7 will be calculated by the range
from linear polarized amplitude components
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(Jer Yo, Gesor and g3.) . Proper orientation of
the E; and Ee coordinates, and consequently
Js and gg, in the vehicle’s coordinate system
is shown in figure 3-1. Subscripts on
component designations E;. or gy and Ej or
gpse represent the angles at which these
values are measured. Angles are measured
from the positive E, axis in a counterclock-
wise direction. Therefore, E;. or g,. is the
45° linear component, and Ejs. Or 'Oy is the
135° or minus 45° component. Figure 3-~1 shows
the linear component orientations in
relationship to the antenna coordinate
system. Accuracy values of the gain
measurement should be stated in dB following
the polarization mode. If accuracy changes
over the range of measurement, major changes
should be noted.

Record 15 Record 15 will include the right hand-circular
polarization component gpy-

Example - Record 15 Polarization component recorded is
right-hand circular. Accuracy of gain measurement is
+1.0 dB.

Record 16 Record 16 will include the left hand circular
polarlzatlon component.-

Example ~ Record 16 Polarization component recorded is
left-hand circular. Accuracy of gain measurement is
t1.0 dB.

Record 17 Third polarization component, g,.
Example - Record 17 Polarization component recorded is

linear phi. Measurement accuracy is same as stated in
record 16.

Record 18 Fourth polarization component, dg.
Example - Record 18 Polarization component recorded is
linear theta. Measurement accuracy is same as stated in
recoxrd 16.

Record 19 Fifth polarization component, gy-.

Example - Record 19 Polarization component recorded is
linear 45°. Measurement accuracy is as stated in record 16.




Record 20 Sixth polarization component, gj;-.

Example =~ Record 20 Polarization component recorded is
linear 135°. Measurement accuracy is same as stated in
record 16.

Record 21 Intended operating fregquency range of the associated
transmitter.

Example - Record 21 Transmitter freqguency range is 5400 to
5500 MH=z.

Record 22 Intended operating frequency range of the associated
receiver.

Example - Record 22 Receiver frequency range is 5450 to
5895 MH=z.

Record 23 Power level (with accuracywestimate) at terminals of
the transmitter antenna system in dBm. The power level
required is that level produced by the missile-borne
transmitter at the peint in the instrumentation system
where the antenna radiation pattern is recorded. It
can be obtained by subtracting transmission system
losses from the power at the transmitter output termi-
nals (for example, line losses, standing wave or imped-
ance mismatch losses, multicoupler losses, or any loss
that decreases the power level between the transmitter
and antenna). Phasing networks and couplers associated
with antenna arrays are considered part of the antenna
system. Losses in these elements and antenna ineffi-
ciency must be included in the antenna pattern as part
of the pattern measurement. If more than one power
level must be provided, consecutive information records
starting with record 23 will be used. Only one power
level will be provided per record. Show average, peak,
or both levels, as regquired, to define power character-
istics of the pulse or CW signal. Provision has been
made for a maximum of four power levels.

Example — Record 23 Total power level at transmitter antenna
system is 54%1 dBm at 5450.8 MHz.

Record_24 Power level (with accuracy estimate) at terminals of
the transmitter antenna in dBm. This is the second
location for possible power levels to be provided. If
the record is not necessary, place "Not applicable" in
the record.

Example — Record 24 Total power level at the transmitter
antenna system is 58%1 dBm at 5600 MHz.



Record 25 Power level (with accuracy estimate) at terminals of
the transmitter antenna in dBm. This is the third
location for possible power levels to be provided. If
the record is not necessary, place "Not applicable" in
the record.

Example - Record 25 Total power level at the transmitter
antenna system is 59*1 dBm at 5850 MHz.

Record 26 Power level (with accuracy estimate) at terminals of
the transmitter antenna in dBm. This is the fourth
location for possible power levels to be provided. If
the record is not necessary, place "Not applicable" in
the record.

Example - Record 26 Not applicable.

Record 27 Minimum power level required (with accuracy estimate)
at the receiver antenna terminals in dBm. In deter-
mining the minimum power level, allcowance must be made
for such parameters as bandwidth, noise figure,
required signal noise ratio, transmission line
attenuation, impedance mismatch, multicoupler losses,
and safety margin. The amount desired is the minimum
power level (dBm) required at the receiver input plus
the various losses (dB) from the antenna system to the
receiver input. The value required is the minimum
power level that can be tolerated for required data
quality at the point in the missile-borne system where
the antenna radiation pattern is recorded. Phasing
networks and couplers associated with antenna arrays
are considered part of the antenna system. Losses in
these elements and antenna inefficiencies should be
included in the antenna pattern as part of the pattern
measurement. If the minimum power level required
varies by more than 2 dB over the frequency range of
operation, major power levels will be provided. 1In all
cases, at least one power level will be entered. If
more than one power level must be provided, consecutive
information records starting with record 27 will be
used. Only one power level will be provided per
record. Show average or peak level for CW or pulse
system. Provision has been made for a maximum of four
power levels.

Example - Record 27 Minimum power level reguired at the
receiver antenna system is -78%*2 dBm at 5500 MHz.

Record 28 Minimum power level required (with accuracy estimate)
at the receiver antenna terminals in dBm. If a second
power level is not required, place "Not applicable" in
this record.
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Example - Record 28 Minimum power level required at the
receiver antenna system is -~75+2 dBm at 5900 MHz.

Record 29 Minimum power level required (with accuracy estimate)
at the receiver antenna terminals in dBm. If ‘a third
power level is not required, place "Not applicable" in
this record.

Example - Record 29 Not applicable.

Record 30 Minimum power level required (with accuracy estimate)
at the receiver antenna terminals in dBm. If a fourth
power level is not required, place "Not applicable" in
this record.

Example - Record 30 Not applicable.
4.4 Data File Description

The data file will have the same name as the information
file, but have the .DAT extension. The data file will consist of
the filename.DAT record count, description record, and data
record.

n = (360/W) for constant &, and n = (180/W)
+1 for constant e,

m = (180/W) +1 for constant ¢, and m = (360/W)
for constant 6, and

W = is the angular increment of & and @

used in making the measurements and
must be the same for both & and 6.

4.4.1 Constant 6 File Description. Type recording and the
description record will have the following format:

& = 8 (8 varies from 0 to 180° in increments of W in the
data file). 2 = & (¢ varies from 0 to 360° in increments of
W in the data file).
Record 1 Filename
Field 1 Filename.DAT.

Record 2 Record Count

Field 1 Integer value (W=nm+3)



Record 3

Record 4

to Record
nm+3

Description Record

Field 1 Integer value of W increment
Field 2 Integer m value (m=360/W)
Field 3 Integer n value (n=(180/W)+1)

All data record fields are assigned

numeric fixed point values. Psi (delta),

¢ (phi) and & (theta) are measured in
degrees, while I, LH, &, 8, 45°, or 135°) is in dB. The
psi field is only requlred when specified by
the lead range. See tables 4-1, 4-3, 4-5, or
4-7 for data file examples (% held at
successive constants).

is

4.4.2 Constant ¢ File Description. The constant & type example

¢ = ¢ (¢ varies from 0 to 180° in increments of W in the

data
W in

Record 1

Record 2

Recoyd 3

Record 4
fto Record
nm+3

file). @ = @ (8 varies from 0 to 360° in increments of
the data file).

Filename

Field 1 Filename.DAT .

Record Count

Field 1 Integer value (W=nm+3)
Description Record

Field 1 Integer value of W increment
Field 2 Integer m value (m=(180/W)-+1)
Field 3 Integer n value (n=360/W)

All data record fields are assigned numeric
fixed'point values. Psi, ¢, and & are

_measured._in degrees, while I®H, LH, 8, 0, 45°, or 135°) is

in dB. The psi field is only required when
specified by the lead range. See tables 4-2,
4-4, 4-6, or 4-8 for data file examples (%
held at successive constants).



4.5 Sample Information File

The following example contains the type of information that
might typically be included in the information file:

Record 1

Record 2

Record 3
Record 4
Record 5
Record 6
Record 7
Record 8
Record 9
Record 10
Record 11
Record 12
Record 13

Record 14

Record 15

Record 16

Record 17

Record 18

WS107A-2, T.ot A, XSM-68 program PRD 1100. Test Code B,
Titan Missile A-10, Test No. 4321.

DWTB Project Office, ACE Missile Co., P.0. Box 123, Los
Angeles, California 90045, John Watson, Project
Engineer.

FPS-16 Radar Beacon

Antenna is a cavity type

Operating frequency is 5466 MHz.

94, 184 274, 04° phi

Not applicable.

63, 63, 63, 63 stations, second stage.

63, 63, 63, 63 stations, third stage.
PYPRIME is on Pod No. 1 (Pitch Plane).
Predominant antenna polarization is linear.

Model scale is one-eighth full size.

Measurement frequency is 5200 MHz.

Constant theta-type measurement is used.

Polarization component recorded is right-hand circular.
Accuracy of gain measurement is 10.5 dB as referenced
to an isotropic antenna.

Polarization component recorded is left-hand circular.
Accuracy of gain measurement is +0.5 dB as referenced
to an isotropic antenna.

Polarization component recorded is linear phi.
Measurement accuracy is same as stated in record 15.

Polarization component recorded is linear theta.
Measurement accuracy is same as stated in record 15.

-
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Record 19

Record 20

Record 21
Record 22

Record 23

Record 24

Record 25

Record 26

Record 27

Record 28

Record 29

Record 30

Polarization component recorded
Measurement accuracy is same as

Polarization component recorded
Measurement accuracy is. same as

is linear
stated in

is linear
stated in

45°,
record 15.

135°. . B
record 15. L

Transmitter frequency range is 5400 to 5900 MHz.

Receiver freguency range is 5450 to 5895 MHz.

Total

+54+1

Total
+58+1

Total
+59+1

power level at transmitter antenna system is

dBn at 5450.8 MHz.

power level at the transmitter antenna system is B

dBm at 5600 MHz.

power level at the transmitter antenna system is

dBm at 5850 MHz.

Not applicable.

Minimum power level required at the receiver antenna

system is =-78%2 dBm at 5500 MHz.

Minimum power level required at the receiver antenna

system is -75%2 dBm at 5900 MHz.

Not applicable.

Not applicable.
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